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     LBK Skylight  
    Manufacturing  

800.390.2301   Phone or Fax           w w w . L B K S k y l i g h t . c o m  

::AUSTIN::  512.320.9972              ::OKC::  405.445.3487 

::CORPORATE OFFICE  |  701 N Interstate 27 |  Lubbock, TX 79403  |  806.744.2300:: 

CURB MOUNT WITH INSULATED CURB                                                        MODEL CMDDIC 
                
                           0.118” Acrylic Outer Dome                                                      Pyramid Dome (Optional)  
 

 0.062”    Aluminum Retaining Rail 
 
             Foam Tape (Between)                                  0.118”  Acrylic           Condensation                                         
              Butyl Sealant (Under)                                   Inner Dome         Gutter & Weep Holes                           Fastener 
  

                                                                          Thermal Break                                                                 Fastener (by others)      
         

                                                                          Wood Nailer                                                                          0.062” Extruded Aluminum Frame                       
                      Flashing Clearance                     Rivet 

                                                                  Height TBD 

                                                                       Dow ® 1 ½” Extruded                      Aluminum                             0.040” Aluminum 
                                                                       Polystyrene Insulation                         Facing                             Flashing 
                  3” Mounting Flange                           
                                                                                                     Rough Opening 

SPECIFICATIONS::  Curb Mount Double Domed Skylights shall be manufactured by LBK Skylight Manufacturing [(800) 390-2301.]  The curb shall be 1 
½” Dow® polystyrene insulation, wood nailer and 0.040” aluminum flashing with welded corners.  Each skylight shall be factory assembled with 
thermoformed 0.118” 2412 bronze or 2447 white acrylic outer dome.  Inner dome to be 0.118” clear acrylic.   Frames shall be .062”extruded aluminum 
(6063-T5) with welded corners and an integral condensation gutter.  Finish shall be natural aluminum (mill), bronze or custom color.   Some sizes may 
have color and/or material limitations. Skylight is designed and manufactured to meet or exceed standard of 40 psf live load and 20psf (uplift).  Test report 

available.  Some sizes may have color and/or material limitations.    ALL UNITS ARE GUARANTEED AGAINST DEFECTIVE WORKMANSHIP AND MATERIAL. 
 

DOME 
PLACEMENT 

MATERIAL COLOR DOME 

ACRYLIC 
HIGH 

IMPACT 
FALL 

PROTECT 
POLY WHITE BRONZE CLEAR CUSTOM COLOR DOMED PYRAMID 

OUTER           

INNER           

THIRD   -- --       
       

SKYLIGHT 
FRAME FINISH 

 

CURB OPTIONS 

 

CUSTOM 

SHAPES 

AVAILABLE 

 

QTY ROUGH OPENING 

  NATURAL ALUMINUM (MILL)   SEAL SKYLIGHT TO CURB   

 BRONZE PAINT  NATURAL ALUMINUM (MILL)  TRIANGLE   

 CUSTOM COLOR _________    CUSTOM COLOR     PENTAGON   

THIS FORM IS FOR CURB MOUNT SKYLIGHTS WHEN LUBBOCK 

SKYLIGHT MFG WILL BE MAKING THE CURBS AND FLASHING--
ROUGH OPENING MEASUREMENT REQUIRED.   

 HEXAGON   

 OCTAGON   

 ROUND   

NOTES 

 

PROJECT NAME PO / JOB # NEED DATE TODAY’S DATE 

    

PROJECT DELIVERY ADDRESS CITY / STATE / ZIP SITE CONTACT / PHONE 

   

REQUESTED BY PHONE COMPANY 

   

ADDRESS CITY / STATE / ZIP APPROVAL SIGNATURE 
   


